
ESP32-WROVER-DevKit-LiPo pinout

GPIOs which are not available: GPIO6, GPIO7 ,GPIO8, GPIO9, GPIO10, GPIO11 internal SPI Flash

ESP-EN – RESET

GPI39 if PWR_SENS_E1 jumper is closed used to monitor if power supply is present

GPI34 if BAT_SENS_E1 jumper is closed used to monitor the battery voltage level

GPIО0, GPIO1, GPIO2, GPIO3 connected to CH340T USB serial converter for programming and communication

N.C. - not connected, you can’t use these pins
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RTC_GPIO0

ESP_EN

GND

+5V

ADC1_CH0ADC_HSENSOR_VP GPI36

RTC_GPIO3ADC1_CH3ADC_HSENSOR_VN GPI39

RTC_GPIO4ADC1_CH6 GPI34

RTC_GPIO5ADC1_CH7 GPI35

RTC_GPIO9TOUCH9 ADC1_CH4XTAL_32K_P GPIO32

RTC_GPIO8TOUCH8 ADC1_CH5XTAL_32K_N GPIO33

EMAC_RXD0 RTC_GPIO6ADC2_CH8DAC_1 GPIO25

EMAC_RXD1 RTC_GPIO7ADC2_CH9DAC_2 GPIO26

EMAC_RX_DV RTC_GPIO17TOUCH7 ADC2_CH7 GPIO27

EMAC_TXD2 SD_CLK HS2_CLKHSPICLKMTMS RTC_GPIO16TOUCH6 ADC2_CH6 GPIO14

EMAC_TXD3 SD_DATA2 HS2_DATA2HSPIQMTDI RTC_GPIO15TOUCH5 ADC2_CH5 GPIO12

EMAC_RX_ER SD_DATA3 HS2_DATA3HSPIDMTCK RTC_GPIO14TOUCH4 ADC2_CH4 GPIO13

U1RXDHS1_DATA2 SPIHDSD_DATA2 GPIO9

U1TXDHS1_DATA3 SPIWPSD_DATA3 GPIO10

U1RTSHS1_CMD SPICS0SD_CMD GPIO11

GND

GND

GPIO23 VSPID HS1_STROBE

GPIO22 VSPIWP U0RTS EMAC_TXD1

GPIO1 U0TXDCLK_OUT3 EMAC_RXD2

GPIO3 U0RXDCLK_OUT2

GPIO21 VSPIHD EMAC_TX_EN

GPIO19 VSPIQ U0CTS EMAC_TXD0

GPIO18 VSPICLK HS1_DATA7

GPIO5 VSPCS0 HS1_DATA6 EMAC_RX_CLK

N.C.

N.C.

EMAC_TX_ERSD_DATA1HS2_DATA1 HSPIHDRTC_GPIO10 TOUCH0ADC2_CH0GPIO4

EMAC_TX_CLKCLK_OUT1 RTC_GPIO11 TOUCH1ADC2_CH1GPIO0

SD_DATA0HS2_DATA0 HSPIWPRTC_GPIO12 TOUCH2ADC2_CH2GPIO2

EMAC_RXD3SD_CMDHS2_CMD RTC_GPIO13 HSPICS0 MTDOTOUCH3ADC2_CH3GPIO15

U2CTS HS1_DATA1 SPID SD_DATA1GPIO8

U2RTS HS1_DATA0 SPIQ SD_DATA0GPIO7

U1CTS HS1_CLK SPICLK SD_CLKGPIO6


